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PRODUCT
IDENT
XXXX

LIGHT
SOURCE
X

VOLTAGE

X

BALLAST
TYPE
X

GERB =
General Electric
Replacer Ballast

S = HPS
M = MH or

Mercury
C = Mercury

only

0 = 120/208/240/277
Multivolt

1 = 120
2 = 208
3 = 240
4 = 277
5 = 480

A = Autoreg
C = Merc-Reg
H = HPF Reactor or Lag
N = NPF Reactor

WATTAGE

XX
03 = 35
05 = 50
07 = 70
10 = 100
15 = 150 (55V)
17 = 175
20 = 200
24 = 250/400
25 = 250
31 = 310
40 = 400
01 = 1000
51 = 1500

• Precision wound molded bobbin construction
• Welded core construction
• Quick disconnect wiring terminals
• Complete with installation hardware
• Plug-in ignitor design, three leaded, 400 watt HPS and below

SPECIFICATION FEATURES

REPLACERTM BALLAST KITS
APPLICATIONS
• A replacement high intensity discharge ballast
• A conversion ballast to more efficient HID light sources

MOST FREQUENTLY ORDERED
Wattage Voltage Ordering Number
High Pressure Sodium (HPS)
70 Multivolt GERB07S0H
70 480 GERB07S5H
100 Multivolt GERB10S0H
100 480 GERB10S5H
150(55V) Multivolt GERB15S0H
150(55V) 480 GERB15S5H
250/400 Multivolt GERB24S0A
250/400 480 GERB24S5A
1000 Multivolt GERB01S0A
1000 480 GERB01S5A
Metal Halide and Mercury
175 Multivolt GERB17M0A
175 480 GERB17M5A
250 480 GERB25M5A
250/400 Multivolt GERB24M0A
400 480 GERB40M5A
1000 Multivolt GERB01M0A
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REPLACERTM BALLAST KITS

FIXTURE DIMENSIONS (INCHES)

CAPACITORS CORE AND COILS

ORDERING
NUMBER A B C
GERB07S0H 2.156 1.312 4.562
GERB07S5H 2.156 1.312 3.312
GERB10S0H 2.156 1.312 4.562
GERB10S5H 2.156 1.312 3.531
GERB15S0H 2.688 1.562 4.188
GERB15S5H 2.156 1.312 4.562
GERB24S0A 2.906 1.906 4.562
GERB24S5A 2.906 1.906 4.562
GERB01S0A 2.906 1.906 6.438
GERB01S5A 2.906 1.906 6.438
GERB17M0A 2.688 1.562 3.625
GERB17M5A 2.334 1.562 3.625
GERB25M5A 2.688 1.562 5.000
GERB24M0A 2.906 1.906 4.562
GERB40M5A 2.906 1.906 4.625
GERB01M0A 2.906 1.906 5.938
GERB01M5A 2.906 1.906 5.938
GERB51M0A 3.656 1.969 6.375
GERB51M5A 3.656 1.969 6.375

ORDERING MOUNTING
NUMBER FIG. # A B C D E F G FIG. #
GERB07S0H 1 4.834 4.424 3.159 1.170 1.322 4.414 3.000 3
GERB07S5H 1 4.834 4.424 3.159 1.170 1.322 4.414 3.000 3
GERB10S0H 1 4.834 4.424 3.159 1.170 1.322 4.414 3.000 3
GERB10S5H 1 4.834 4.424 3.159 1.170 1.322 4.414 3.000 3
GERB15S0H 1 4.834 4.424 3.159 1.170 1.322 4.414 3.000 3
GERB15S5H 1 4.834 4.424 3.159 1.170 1.322 4.414 3.000 3
GERB24S0A 1 5.506 3.919 4.590 2.481 1.288 5.086 3.337 5
GERB24S5A 1 5.506 3.919 4.590 2.481 1.288 5.086 3.337 5
GERB01S0A 2 6.688 5.438 4.875 2.750 1.438 5.938 3.000 4
GERB01S5A 2 6.688 5.438 4.875 2.750 1.438 5.938 3.000 4
GERB17M0A 1 4.834 4.424 3.159 1.170 1.322 4.414 3.000 3
GERB17M5A 1 4.834 4.424 3.159 1.170 1.322 4.414 3.000 3
GERB25M5A 1 5.506 3.919 3.860 1.771 1.357 5.086 3.337 6
GERB24M0A 1 5.506 3.919 3.860 1.771 1.357 5.086 3.337 6
GERB40M5A 1 5.506 3.919 4.570 2.481 1.361 5.086 3.337 5
GERB01M0A 2 6.688 5.438 4.875 2.750 1.438 5.938 3.000 4
GERB01M5A 2 6.688 5.438 4.875 2.750 1.438 5.938 3.000 4
GERB51M0A 2 6.988 5.438 5.500 3.375 1.438 5.938 3.000 4
GERB51M5A 2 6.688 5.438 5.500 3.375 1.438 5.938 3.00 4

Figure 1 Figure 2
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REPLACERTM BALLAST KITS

FIXTURE DIMENSIONS

HPS IGNITORS
PLUG-IN – 750-WATT AND BELOW 1000-WATT

MOUNTING BRACKETS
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